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SANITARY (MAIN/SERVICES)

STORM (MAIN/SERVICES)

WATER (MAIN/SERVICES)

RIP RAP c/w GEOTEXTILE

INSTALL HDPE CULVERT 0.1m ABOVE PROPOSED

INVERTS TO ACCOUNT FOR FUTURE SOIL

SETTLEMENTS. EXCAVATION & BACKFILL TYPICAL.

RIP RAP c/w GEOTEXTILE

INSTALL HDPE CULVERT 0.1m ABOVE PROPOSED

INVERTS TO ACCOUNT FOR FUTURE SOIL

SETTLEMENTS. EXCAVATION & BACKFILL TYPICAL.

APPROXIMATE START OF FINE

GRAINED SOILS PRONE TO

MAJOR NEW SETTLEMENT

APPROXIMATE START OF FINE

GRAINED SOILS PRONE TO

MAJOR NEW SETTLEMENT

APPROXIMATE LIMITS OF FULL DEPTH ROAD

EXCAVATION, c/w NEW WATER, SANITARY AND STORM.

TYPICAL CONSTRUCTION TO TOP OF BASE ASPHALT.

EXISTING IN SITU MATERIAL NOT PRONE

TO NEW CONSTRUCTION SETTLEMENT.

TYPICAL ROAD CONSTRUCTION.

EXISTING IN SITU MATERIAL NOT PRONE

TO NEW CONSTRUCTION SETTLEMENT.

TYPICAL ROAD CONSTRUCTION.

TYPICAL ROAD CONSTRUCTION TO TOP OF BASE

ASPHALT, TEMP GRANULAR WALKWAY + TRAILS.

SEAL ASPHALT & CURB AND GUTTER TO BE

INSTALLED AFTER ROAD HAS SETTLED BASED

ON MONITOR READINGS.

PLACE NEW FUSIBLE PVC OR HDPE PIPE OUTSIDE

THE ZONE OF SETTLEMENT. TO BE HORIZONTALLY

DRILLED FROM STA 1+200 TO 1+920.

PIPE TO BE MIN. 15m FROM NEW BOTTOM OF SLOPE.

M
I
N

.
1
5
m

CONNECT NEW FUSIBLE

WATERMAIN TO EXISTING.

SANITARY REPAIRS FROM

STA 2+170 TO 2+260

NO REPAIRS REQUIRED

STORM MH6 TO MH8

STORM MH4 TO MH6

REPLACE WITH NEW.

TYPICAL CONSTRUCTIONREPLACE CMP SANITARY

WITH PVC GASKETED JOINT.

STA 1+820 TO 2+170

REPLACE EXISTING DI

WATERMAIN INSTALLED IN

1974 INCLUDING SERVICES

WITH NEW PVC GASKETED

JOINT, FROM STA 2+080 TO

2+290

REPLACE EXISTING STORM AND SANITARY

WITH NEW, INCLUDING SERVICE LATERALS

MARSH DELINEATION

NEW FUSIBLE WATERMAIN

ENDS HERE

NEW GASKETED

WATERMAIN

NOTE: SERVICES SHOWN IN BLACK ARE

PROPOSED SERVICES, OR APPROXIMATE

LOCATIONS OF EXISTING SERVICES (TO BE

CONFIRMED)

TYPICAL ROAD CONSTRUCTION TO TOP OF BASE

ASPHALT, TEMP GRANULAR WALKWAY + TRAILS.

SEAL ASPHALT & CURB AND GUTTER TO BE

INSTALLED AFTER ROAD HAS SETTLED BASED

ON MONITOR READINGS.

TOE OF SLOPE

REMOVE EXISTING 1.8m DIAMETER CSP CULVERT

AND REPLACE WITH TWO NEW 1.8m DIAMETER

CONCRETE OR HDPE CULVERTS

PROPERTY LINES

X X X

DOUBLE SILT FENCE


